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Non-staining gray one component
non-sag elastomeric gun grade
polyurethane sealant meeting the
requirements of ASTM C-920,
Type S, Grade NS, Class 25,
Use T with a %" backer rod.
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NOTES

Class SI concrete shall be used throughout for cast-in-place option.

All exposed edges shall be chamfered 3"

Class SI concrete; reinforcement bars, epoxy coated; threaded anchor rods;

L PJF and all other accessories needed for installation and erection shall

be included in the cost of "Retrofit Concrete Parapet'.

The contractor shall use the capsule or the adhesive cartridge type anchor rods
that have been previously tested and given a prior approval by the department.
The contractor shall install these anchor rods in pre-drilled holes according tfo
the manufacturer’s recommendations and procedures.

The capsule or the adhesive cartridge shall be sealed glass capsule or a sealed
glass adhesive cartridge containing premeasured amount of adhesive chemical.
The threaded rod stud with nut & washers shall conform to ASTM A307.

The existing 3" and 1'¢ welded studs shall be burned, sawed or chipped off
flush with the top of the existing parapet.

Holes for the dowel rods shall miss existing parapet joints.

The concrefe parapet retrofit will be measured for payment in foot (ft) along the
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9 ~ h - per foot (ft) of "Retrofit Concrete Parapet”.
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